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/home/lanforge/scripts/py-scripts
/home/lanforge/scripts/py-scripts/test_l3.py

--lfmgr	[localhost]

--upstream_port	[eth	port]

--endp_type	'lf_udp,lf_tcp'

--tos	'BK,VI'

--side_a_min_bps	[bits	per	second]

--side_b_min_bps	[bits	per	second]

--radio	'radio==[radio]	stations==[number]	ssid==[ssid]	ssid_pw==[password]	security==[security]'

--test_duration	[value]

--polling_interval	[value]

--test_rig	[test	system	id]

--test_tag	[unique	test	id]

--dut_model_num	[model]

--dut_hw_version	[hw	version]

--dut_sw_version	[sw	version]

--dut_serial_num	[serial	number]

	./test_l3.py	--lfmgr	192.168.0.103	\
--upstream_port	1.1.eth2	\
--endp_type	'lf_udp,lf_tcp'	\
--tos	'BK,VI'	\
--side_a_min_bps	256000	\
--side_b_min_bps	102400000	\
--radio	'radio==wiphy1	stations==1	ssid==asus_5g	ssid_pw==lf_asus_5g	security==wpa2'	\
--test_duration	30s	\
--polling_interval	5s	\
--test_rig	CT_LAB_104	\
--test_tag	Layer_3_Example	\



--dut_model_num	RT-AX88U	\
--dut_hw_version	A1.1	
--dut_sw_version	3.0.0.4.384	\
--dut_serial_num	M1IAHP000003	

/home/lanforge/html-reports

./test_l3.py	--help
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