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Stations	NOT	connected	at	this	time:	0
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Scan	Results	for	SSIDs	used	in	this	test.

BSS	e8:2c:6d:85:69:2a(on	wlan0)	--	associated
	 last	seen:	591851.683s	[boottime]
	 TSF:	682810153448	usec	(7d,	21:40:10)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-51.00	dBm
	 last	seen:	29	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	25
	 	 	*	channel	utilisation:	192/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported



	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan1)	--	associated
	 last	seen:	591852.502s	[boottime]
	 TSF:	681903003278	usec	(7d,	21:25:03)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-51.00	dBm
	 last	seen:	29	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm



	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	2
	 	 	*	channel	utilisation:	73/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR



	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan10)	--	associated
	 last	seen:	591851.683s	[boottime]
	 TSF:	681942120098	usec	(7d,	21:25:42)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-52.00	dBm
	 last	seen:	28	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	3
	 	 	*	channel	utilisation:	1/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:



	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3



	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan11)	--	associated
	 last	seen:	591852.502s	[boottime]
	 TSF:	682810180601	usec	(7d,	21:40:10)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-51.00	dBm
	 last	seen:	28	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	25
	 	 	*	channel	utilisation:	192/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above



	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported



	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan12)	--	associated
	 last	seen:	591850.044s	[boottime]
	 TSF:	682018305746	usec	(7d,	21:26:58)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-54.00	dBm
	 last	seen:	32	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	5
	 	 	*	channel	utilisation:	63/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification



	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec



	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan13)	--	associated
	 last	seen:	591850.864s	[boottime]
	 TSF:	682057320050	usec	(7d,	21:27:37)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-54.00	dBm
	 last	seen:	32	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	6
	 	 	*	channel	utilisation:	1/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported



	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan14)	--	associated
	 last	seen:	591850.864s	[boottime]



	 TSF:	682097256019	usec	(7d,	21:28:17)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-54.00	dBm
	 last	seen:	31	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	7
	 	 	*	channel	utilisation:	1/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)



	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan15)	--	associated
	 last	seen:	591850.863s	[boottime]
	 TSF:	682137294511	usec	(7d,	21:28:57)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-54.00	dBm
	 last	seen:	33	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:



	 	 	*	station	count:	8
	 	 	*	channel	utilisation:	48/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):



	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan16)	--	associated
	 last	seen:	591850.863s	[boottime]
	 TSF:	682176206490	usec	(7d,	21:29:36)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-54.00	dBm
	 last	seen:	32	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	9
	 	 	*	channel	utilisation:	53/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled



	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback



	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan17)	--	associated
	 last	seen:	591852.502s	[boottime]
	 TSF:	682810155442	usec	(7d,	21:40:10)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-54.00	dBm
	 last	seen:	30	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	25
	 	 	*	channel	utilisation:	192/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0



	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11



	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan18)	--	associated
	 last	seen:	591850.249s	[boottime]
	 TSF:	682254849689	usec	(7d,	21:30:54)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-54.00	dBm
	 last	seen:	31	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	11
	 	 	*	channel	utilisation:	1/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80



	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran



	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan19)	--	associated
	 last	seen:	591850.864s	[boottime]
	 TSF:	682293044974	usec	(7d,	21:31:33)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-55.00	dBm
	 last	seen:	29	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	12
	 	 	*	channel	utilisation:	46/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps



	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan2)	--	associated
	 last	seen:	591850.863s	[boottime]
	 TSF:	682333083309	usec	(7d,	21:32:13)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-51.00	dBm
	 last	seen:	29	ms	ago



	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	13
	 	 	*	channel	utilisation:	1/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm



	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan20)	--	associated
	 last	seen:	591851.683s	[boottime]
	 TSF:	682373838510	usec	(7d,	21:32:53)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-52.00	dBm
	 last	seen:	30	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	14
	 	 	*	channel	utilisation:	1/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report



	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO



	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan21)	--	associated
	 last	seen:	591852.502s	[boottime]
	 TSF:	682412648102	usec	(7d,	21:33:32)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-52.00	dBm
	 last	seen:	29	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	15
	 	 	*	channel	utilisation:	6/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40



	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM



	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan22)	--	associated
	 last	seen:	591851.683s	[boottime]
	 TSF:	682810150095	usec	(7d,	21:40:10)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-51.00	dBm
	 last	seen:	28	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	25
	 	 	*	channel	utilisation:	192/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:



	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported



	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan23)	--	associated
	 last	seen:	591852.502s	[boottime]
	 TSF:	682494363331	usec	(7d,	21:34:54)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-51.00	dBm
	 last	seen:	28	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	17
	 	 	*	channel	utilisation:	1/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer



	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:



	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan3)	--	associated
	 last	seen:	591851.068s	[boottime]
	 TSF:	682538088078	usec	(7d,	21:35:38)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-51.00	dBm
	 last	seen:	30	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	18
	 	 	*	channel	utilisation:	1/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported



	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan4)	--	associated
	 last	seen:	591850.864s	[boottime]
	 TSF:	682577819339	usec	(7d,	21:36:17)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-53.00	dBm
	 last	seen:	32	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm



	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	19
	 	 	*	channel	utilisation:	1/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR



	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan5)	--	associated
	 last	seen:	591851.273s	[boottime]
	 TSF:	682617243237	usec	(7d,	21:36:57)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-53.00	dBm
	 last	seen:	30	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	20
	 	 	*	channel	utilisation:	14/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:



	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3



	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan6)	--	associated
	 last	seen:	591850.249s	[boottime]
	 TSF:	682662401685	usec	(7d,	21:37:42)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-53.00	dBm
	 last	seen:	30	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	21
	 	 	*	channel	utilisation:	1/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above



	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported



	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan7)	--	associated
	 last	seen:	591850.045s	[boottime]
	 TSF:	682699572906	usec	(7d,	21:38:19)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-53.00	dBm
	 last	seen:	32	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	22
	 	 	*	channel	utilisation:	63/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification



	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec



	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan8)	--	associated
	 last	seen:	591851.683s	[boottime]
	 TSF:	682810151691	usec	(7d,	21:40:10)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-52.00	dBm
	 last	seen:	28	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	25
	 	 	*	channel	utilisation:	192/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported



	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)
	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0

BSS	e8:2c:6d:85:69:2a(on	wlan9)	--	associated
	 last	seen:	591851.683s	[boottime]



	 TSF:	682775963300	usec	(7d,	21:39:35)
	 freq:	5180
	 beacon	interval:	100	TUs
	 capability:	ESS	Privacy	RadioMeasure	(0x1011)
	 signal:	-51.00	dBm
	 last	seen:	29	ms	ago
	 Information	elements	from	Probe	Response	frame:
	 SSID:	841-t6-5G
	 Supported	rates:	6.0*	9.0	12.0*	18.0	24.0*	36.0	48.0	54.0	
	 DS	Parameter	set:	channel	36
	 Country:	US	 Environment:	Indoor/Outdoor
	 	 Channels	[36	-	64]	@	23	dBm
	 RSN:	 	*	Version:	1
	 	 	*	Group	cipher:	CCMP
	 	 	*	Pairwise	ciphers:	CCMP
	 	 	*	Authentication	suites:	PSK	FT/PSK
	 	 	*	Capabilities:	16-PTKSA-RC	1-GTKSA-RC	(0x000c)
	 BSS	Load:
	 	 	*	station	count:	24
	 	 	*	channel	utilisation:	16/255
	 	 	*	available	admission	capacity:	0	[*32us]
	 RM	enabled	capabilities:
	 	 Capabilities:	0x72	0x00	0x00	0x00	0x00
	 	 	 Neighbor	Report
	 	 	 Beacon	Passive	Measurement
	 	 	 Beacon	Active	Measurement
	 	 	 Beacon	Table	Measurement
	 	 Nonoperating	Channel	Max	Measurement	Duration:	0
	 	 Measurement	Pilot	Capability:	0
	 Supported	operating	classes:
	 	 	*	current	operating	class:	128
	 HT	capabilities:
	 	 Capabilities:	0x9ef
	 	 	 RX	LDPC
	 	 	 HT20/HT40
	 	 	 SM	Power	Save	disabled
	 	 	 RX	HT20	SGI
	 	 	 RX	HT40	SGI
	 	 	 TX	STBC
	 	 	 RX	STBC	1-stream
	 	 	 Max	AMSDU	length:	7935	bytes
	 	 	 No	DSSS/CCK	HT40
	 	 Maximum	RX	AMPDU	length	65535	bytes	(exponent:	0x003)
	 	 Minimum	RX	AMPDU	time	spacing:	No	restriction	(0x00)
	 	 HT	TX/RX	MCS	rate	indexes	supported:	0-15
	 HT	operation:
	 	 	*	primary	channel:	36
	 	 	*	secondary	channel	offset:	above
	 	 	*	STA	channel	width:	any
	 	 	*	RIFS:	0
	 	 	*	HT	protection:	no
	 	 	*	non-GF	present:	1
	 	 	*	OBSS	non-GF	present:	0
	 	 	*	dual	beacon:	0
	 	 	*	dual	CTS	protection:	0
	 	 	*	STBC	beacon:	0
	 	 	*	L-SIG	TXOP	Prot:	0
	 	 	*	PCO	active:	0
	 	 	*	PCO	phase:	0
	 Extended	capabilities:
	 	 	*	Extended	Channel	Switching
	 	 	*	BSS	Transition
	 	 	*	SSID	List
	 	 	*	QoS	Map
	 	 	*	UTF-8	SSID
	 	 	*	Operating	Mode	Notification
	 	 	*	6
	 	 	*	Max	Number	Of	MSDUs	In	A-MSDU	is	unlimited
	 VHT	capabilities:
	 	 VHT	Capabilities	(0x338979b1):
	 	 	 Max	MPDU	length:	7991
	 	 	 Supported	Channel	Width:	neither	160	nor	80+80
	 	 	 RX	LDPC
	 	 	 short	GI	(80	MHz)
	 	 	 TX	STBC
	 	 	 SU	Beamformer
	 	 	 SU	Beamformee
	 	 	 MU	Beamformer
	 	 	 RX	antenna	pattern	consistency
	 	 	 TX	antenna	pattern	consistency
	 	 VHT	RX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	RX	highest	supported:	0	Mbps
	 	 VHT	TX	MCS	set:
	 	 	 1	streams:	MCS	0-9
	 	 	 2	streams:	MCS	0-9
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 VHT	TX	highest	supported:	0	Mbps
	 VHT	operation:
	 	 	*	channel	width:	1	(80	MHz)



	 	 	*	center	freq	segment	1:	42
	 	 	*	center	freq	segment	2:	0
	 	 	*	VHT	basic	MCS	set:	0xfffc
	 Transmit	Power	Envelope:
	 	 	*	Local	Maximum	Transmit	Power	For	20	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	40	MHz:	23	dBm
	 	 	*	Local	Maximum	Transmit	Power	For	80	MHz:	23	dBm
	 HE	capabilities:
	 	 HE	MAC	Capabilities	(0x00051a081044):
	 	 	 +HTC	HE	Supported
	 	 	 TWT	Responder
	 	 	 BSR
	 	 	 OM	Control
	 	 	 Maximum	A-MPDU	Length	Exponent:	3
	 	 	 BQR
	 	 	 A-MSDU	in	A-MPDU
	 	 	 OM	Control	UL	MU	Data	Disable	RX
	 	 HE	PHY	Capabilities:	(0x0420ce926e09af08000c00):
	 	 	 HE40/HE80/5GHz
	 	 	 LDPC	Coding	in	Payload
	 	 	 NDP	with	4x	HE-LTF	and	3.2us	GI
	 	 	 STBC	Tx	<=	80MHz
	 	 	 STBC	Rx	<=	80MHz
	 	 	 Full	Bandwidth	UL	MU-MIMO
	 	 	 Partial	Bandwidth	UL	MU-MIMO
	 	 	 DCM	Max	Constellation:	2
	 	 	 DCM	Max	Constellation	Rx:	2
	 	 	 SU	Beamformer
	 	 	 MU	Beamformer
	 	 	 Beamformee	STS	<=	80Mhz:	3
	 	 	 Beamformee	STS	>	80Mhz:	3
	 	 	 Sounding	Dimensions	<=	80Mhz:	1
	 	 	 Sounding	Dimensions	>	80Mhz:	1
	 	 	 Codebook	Size	SU	Feedback
	 	 	 Codebook	Size	MU	Feedback
	 	 	 Triggered	SU	Beamforming	Feedback
	 	 	 Triggered	MU	Beamforming	Feedback
	 	 	 Partial	Bandwidth	Extended	Range
	 	 	 PPE	Threshold	Present
	 	 	 Max	NC:	1
	 	 	 TX	1024-QAM
	 	 	 RX	1024-QAM
	 	 HE	RX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 HE	TX	MCS	and	NSS	set	<=	80	MHz
	 	 	 1	streams:	MCS	0-11
	 	 	 2	streams:	MCS	0-11
	 	 	 3	streams:	not	supported
	 	 	 4	streams:	not	supported
	 	 	 5	streams:	not	supported
	 	 	 6	streams:	not	supported
	 	 	 7	streams:	not	supported
	 	 	 8	streams:	not	supported
	 	 PPE	Threshold	0x39	0x1c	0xc7	0x71	0x1c	0x07	
	 WMM:	 	*	Parameter	version	1
	 	 	*	u-APSD
	 	 	*	BE:	CW	15-1023,	AIFSN	3
	 	 	*	BK:	CW	15-1023,	AIFSN	7
	 	 	*	VI:	CW	7-15,	AIFSN	2,	TXOP	3008	usec
	 	 	*	VO:	CW	3-7,	AIFSN	2,	TXOP	1504	usec
	 WPS:	 	*	Version:	1.0
	 	 	*	Wi-Fi	Protected	Setup	State:	2	(Configured)
	 	 	*	Response	Type:	3	(AP)
	 	 	*	UUID:	024d0878-3dfb-5417-80b6-83eab37ea528
	 	 	*	Manufacturer:	Adtran
	 	 	*	Model:	841-t6
	 	 	*	Model	Number:		
	 	 	*	Serial	Number:	RGE82C6D856920
	 	 	*	Primary	Device	Type:	6-0050f204-1
	 	 	*	Device	name:	HUB
	 	 	*	Config	methods:
	 	 	*	RF	Bands:	0x2
	 	 	*	Version2:	2.0
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